
Holley Carburetor Model 2300-C 
Instruction Sheet 199R8338 

 
TYPICAL VIEW 

 
The exploded view shown is typical of the model carburetor this kit will service.  The view may differ slightly from the actual carburetor 
being renewed. 
 
This kit may contain more parts than are actually required to service a given carburetor.  When similar gaskets or parts are included in 
the kit, compare with the original parts. 
 
DISASSEMBLY: 

 
Rest the carburetor on a repair stand to avoid damage to the throttle plates during the renew procedures.  Use the exploded view as a 
guide, and follow the numerical sequence in general to disassemble the unit far enough to permit cleaning and inspection.  Do not 
remove the throttle plates or shaft.  Idle limiter:  turn the idle limiter caps to its leanest position and remove the cap.  Observe and 
record the initial position of the needle slot.  Turn the idle needs until lightly seated, recording the number of turns required to seat the 
needles.  This procedure is necessary to reinstall the idle needles after renewing. 
 
Use care not to damage the idle adjusting needles when removing the idle limiter caps. 
 

 



 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



TYPICAL VIEW MODEL 2300 – 3 X 2 BBL 
 

 



 
 
CLEANING: 
 

Cleaning must be done with the carburetor disassembled.  Soak parts long enough to soften and remove all foreign material.  Use a 
carburetor solvent, lacquer thinner, or denatured alcohol.  Make certain the throttle body is free of all hard carbon deposits.  Wash off in 
suitable solvent.  Blow out all passages in castings with compressed air and check carefully to insure thorough cleaning of obscure 
areas. 
 
CAUTION:  Do not soak parts containing rubber or plastic material.  Serious damage could result. 
 

Fuel bowls, should only be exposed to carburetor cleaner long enough to permit removal of gum and varnish deposits with a brush. 
 
REASSEMBLY: 

 
Reassemble in reverse order to disassembly.  Note special instructions and follow outline in making adjustments. 
 
Manually operate the throttle lever and choke mechanism, checking for binding or malfunction.  Any binding or interference could cause 
throttle to stick during operation and result in loss of carburetor throttle control (or uncontrolled engine speed). 
 
Check carburetor to be sure there are no leaks.  Flooding could cause a fire. 
 
SPECIAL INSTRUCTIONS:   

 
REVERSE IDLE – Some list numbers of this model carburetor use a reverse idle system and decal directions should be followed to 
properly set the idle mixture. 
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